Ring attachment for
inside (shown) and outside JE self centering vise for engraving small and odd shaped
ring engraving. jewelry and gift pieces (optional).

Xenetech'’s Viper® JE was specifically designed for jewelry engra
applications including inside and outside ring engraving, watch
backs, pendants, pens and more. The system contains Xenetech’s
automatic surface sensing capability that allows for flat and

curved surface engraving on various materials including metal.
Each system includes Xenetech’s professional engraving software,
40 engraving fonts, 2,500 engravable True-Type fonts, the new
Viper® high productivity electronics, touch screen keypad, flat
engraving table, quick change ring engraving attachment, and a
one year warranty. Burnishing and standard rotary (e.g. plastic)
engraving are optional features.

Specifications : — Optional Accessories

Self Centering Vise
Spindle Motor Option
Pen and Seal Fixture
Replacement
Diamond Stylus

e Draw Tools
Scanning/Design
Software Upgrade
Class ring jaws

e Flat table surface area: 7" X 11"
(177.8 X 279.4 mm)
e |D ring size vise holder: #2 to #16
e Footprint: 27" X 20.5" (685.8 X 520.7 mm)
[ ]
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Weight: 51 lbs. (27.80 kg)
Maximum material clearance:
1.5" (38.1. mm)

Requires Windows 98 or higher
and Ethernet card

RING ENGRAVING
ATTACHMENT

OPTIONAL SELF
CENTERING VISE

77x11”
ENGRAVING TABLE

TOUCH SCREEN KEYPAD

ROTARY FOR PRICING, TECHNICAL SPECS orR ORDERING: 1-225-752-0225



